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See also Jet Flaps. 
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bination, Far from the Flight Path, 
F. Walkden, p. 164 (May), 
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Some Identities on Structural Flexibility 
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(August); Correspondence, p. 408 
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The Compressible Flow through Cascade 

Actuator Discs, J. H. Horlock, p. 110 
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CLARKSON, J. 
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and Deflections of a Simply-Supported 
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Correspondence on the paper “Some 
Identities on Structural Flexibility after 
Buckling.” p. 408 (November). 


FRAENKEL, L. E. 

A Note on the Drag of Wing-Body Com- 
binations in  Linearised Supersonic 
Flow, p. 305 (August). 

The Wave Drag of Wing-Quasi-Cylinder 
Combinations at Zero Incidence, p. 55 
(February); Errata, p. 194 (May). 
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ponding to a Measured Frequency of 
Vertical Gusts, M. Fine, p. 251 (Aug.). 
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Variably Reinforced Circular Holes in 
Stressed Plates, p. 213 (August). 


HOLISTER, G. S., JESSOP, H. T. and SNELL, C. 
Photoelastic Investigation on Plates with 
Single Interference-Fit Pins with Load 
Applied (a) to Pin Only and (5) to Pin 
and Plate Simultaneously, p. 147 
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A Rapid Method for Calculating the 
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See Rate-of-Turn Meters. 


JESSOP, H. T., SNELL, C. and HOLISTER, G. S. 
Photoelastic Investigation on Plates with 
Single Interference-Fit Pins with Load 
Applied (a) to Pin Only and (b) to Pin 
and Plate Simultaneously, p. 147 
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Some Simple Results for Two-Dimen- 
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The Lift on a Thin Aerofoil with a Jet- 
Augmented Flap, D. A. Spence, p. 287 
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and Vibration of Rotor Blades, p. 258 
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MANSFIELD, E. H. 
Flexural Vibrations of a Thin-Walled 
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PRZEMIENIECKI, J. S. 
Matrix Analysis of Shell Structures with 
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RAM-JETS 
A Simplified Method for Estimating the 
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A. B. P. Beeton, p. 195 (August). 


RATE-OF-TURN METERS 
The Relation between Zero Errors and 
Bandwidths for Different Types of 
Rate-of-Turn Meters, H. Sutcliffe, 
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REVIEW 
The Numerical Solution of Two-Poin 
Boundary Problems in Ordinary 
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See Vibration. 
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